253 Mechanism for generating the new electricity
24th July 2010  
Good morning Matthew this is Askali. Thank you for receiving the second of this series of further documents about the new electrical energy. We’ve been passing a few snippets of information to you as you’ve been preparing; ideas about the materials and mechanisms required

You will recall a while back that we mentioned the idea that the generating system was very much akin to the dynamo you may have fitted to your bicycle as a child, which was driven by the action of the rear wheel and rotated a copper winding within magnets to generate the electrical output. Well in essence the generating component of this mechanism is very similar

There is however one major difference in that there is no need in this case to rotate the copper winding within the magnets; rather the copper winding will be immersed in the magnetic field; the magnetic field will flow around the winding rather than the winding turning within the magnetic field. This will generate electricity as you would expect in a conventional way – or similar to a conventional way

However it will be a different type of electrical output. It will be a very low level of output and it will need to be channelled through a system of crystal lens-type devices in order to enhance it; to focus it; to step it up to a level which will be useful for both domestic and industrial consumption purposes. Also it will have the added benefit of being able to be directed towards a whole range of alternative healing-type activities, where in fact various fractions of this electricity are able to be applied in a beneficial way across the cells of the human body; having a smoothing or calming effect on the cellular charge, which translates to a similar calming effect on the individual concerned

So you see the fundamental difference between this and a simple dynamo is that in this case the magnetic energy which is used to generate the original electricity is coming from the naturally occurring magnetism of the Earth and is in this case moving around the copper winding 

The flow of this magnetism is extremely important. The consistency and the constant magnetic effect are obviously key and are due entirely to the specific location around the Earth’s surface where these devices are situated. So you can see that the positioning of these devices is going to be absolutely critical

There will be insufficient magnetic force at locations other than these specific sites. These will be communicated to you and your team as and when this is necessary, and you will develop prototypes of this machinery which you will trial at a number of locations close to where you are currently living

The generating part of this device we think will almost certainly be underground. We believe this would be the best way of preparing it and perhaps concealing it to a great extent; and it may be more acceptable to the individuals who live in the immediate vicinity
However these devices are not particularly large: there will need to be quite a large number of them in order to supply the daily requirements of certainly a city; and of towns as well. So as this series of papers continues we will come back with more and more specific information. We will continue working with you again very soon; good morning to you 
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