256 Underground location for generating the new electricity

26th July 2010 

Matthew good morning this is Askali. I am working with a small team. I want to pass a whole series of documents to you now over the coming days regarding if you like the general specification for the equipment necessary to generate the new electricity

This will not be an engineering type specification at this stage as you are unable to receive this level of detail; however it will cover many aspects of the way the site is to be set up and prepared. So we mentioned to you the other day that the best results would be achieved through placing the winding below the earth’s surface; a little more detail about this

The actual space required to locate the winding is fairly small. We imagine the box which may be approximately a metre or a metre and a half deep and a metre wide, and only maybe two metres in length, with the top of this container flush with the surface of the earth. There are two aspects which are very important. One is that this container needs to be lined with lead or a similar substance, but needs to be open at both ends in order to allow the magnetic field if you like to enter and pass through this space and to move around the winding which will be positioned in this container. So the long sides, the base and the top of this space need to be sealed in some way with a thin layer of lead or similar substance; each end needs to be left open. 

The alignment of this box is crucial. It needs to work exactly in a north – south direction; so long ways the container will face north – south. This is crucial as this is the direction in which the magnetic field needs to be able to be able to move and flow through the container; to move around the copper winding

This may sound strange and many of your engineering friends will perhaps ridicule this; do not be too concerned at this stage. Bear in mind these details are for a prototype and can be scaled up as required
So with this relatively small container sunk into the earth you will be able to generate a fairly modest electrical output, which will need then to be run out to an apparatus above ground which will then enhance and step up quite considerably the power
This facility is the arrangement of finely prepared calcite crystals which we mentioned on a number of occasions in previous documents. This will have the effect of stepping up a relatively modest electrical current to a considerable level of output, which then will need to have further modification before it is able to be used in your current domestic situation

We would like to leave things at that point; we will come back regularly with further information of a similar nature. Thank you for your time 
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